
PREMIER® Standard  
Single-Line Telephones

Features

Our PREMIER standard Single Line Telephones are the 
nucleus of the PREMIER line. Ideal for home or office and 
available in desk and wall models, these quality telephones 
are built tough to give you years of reliable service. All 
components are fully interchangeable with standard piece 
parts. For all of your phone needs, see the complete family 
of PREMIER telephones… America’s best phone value.

	 è Fully modular

	 è FCC registered

	 è Hearing aid compatible

	 è Complete interchangeability with 
 industry standard piece parts

	 è Soft-touch DTMF dial

	 è Provision for A-lead control

	 è Double-gong ringer (desk),  
 single-gong ringer (wall)

	 è 12-ft. handset cord included  
 with every modular phone

	 è 7-ft. line cord included with 
 every modular desk phone

	 è Soft rubber non-skid feet

	 è Standard transmission network

	 è Quality engineering and styling

	 è Competitively priced

                                                                                  è Five year warranty 
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PREMIER Standard  
Single-Line Telephones

replacement Parts: Individual components are available 
as replacement parts for PreMIer and other industry 
standard telephones.

Ordering Information

Color

Desk Phones Wall Phones

Item Number Part Number Item Number Part Number

Ash 4723657521 250044-MBA-20M-H 4733767521 255444-MBA-20M-H

Black 4723577521 250000-MBA-20M-H 4733737521 255400-MBA-20M-H

White 4723637521 250015-MBA-20M-H 4733797521 255415-MBA-20M-H

Ivory 4723597521 250009-MBA-20M-H 4733747521 255409-MBA-20M-H

Red 4720467521 250047-MBA-20M-H 4733317521 255447-MBA-20M-H

Color Guide
Due to limitations of the printing process, 
colors shown may not be exact.

Technical Specifications

Weight 
44 oz. — Desk 
34 oz. — Wall

Dimensions 
L 8 7/8” x W 8 1/4” — Desk 
L 8 13/16 x W 4 1/16 — Wall

Transmitter Type Electret, Carbon Equivalent

Receiver Type Hearing aid compatible

Off-Hook Tip 
and Ring Impedance

Greater than 7dB return loss over 200 
to 3200 Hz terminated into 600 Ohms

Hookswitch Type Mechanical multi-contact

Loop Resistance Meets EIA RS-470/4.432 Specs.

Ringer Equivalence 1.0A

Ringer Type
Double-gong ringer — Desk 
Single-gong ringer — Wall

FCC Registration Number FXN67M-72391-TE-E




